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PROBAU PRO Foam for Foam Gun is a new type of single-component 
polyurethane foam that is ideally suited to insulating and filling joints and 
cavities. It can be used for all types of application, similar to conventional foam 
gun foam, and is particularly user friendly since its residual free isocyanate 
content is less than 0.1%. PRO Foam for Foam Gun contains no substances 
that deplete the ozone layer and it complies with the legal requirements of the 
EU directive. The propellant mixture is free from CFC, HCFCC and 
perfluorinated hydrocarbons (PFC). The foam bonds to all common 
construction materials, with the exception of polyethylene, silicones, oil, 
grease, mould release agents and similar substances. When fully cured, the foam is semi-hard, has a mostly 
closed-cell structure and is resistant to rotting, moisture and temperature. 
 
Types of application:   
PROBAU PRO Foam for Foam Gun is used for sealing windows and doors. For the clean, controlled filling of 
cavities and for sealing and insulating junctions around windows and roller shutter boxes. Joints and 
junctions around exterior door frames can be filled. The foam is also ideal for filling smaller pipe penetration 
holes in masonry and for filling cavities. 
 
Processing and application:   
The subsurface must be load-bearing. Dust and any loose, soft or crumbling material must be removed. The 
subsurface must also be free of oil and grease. Smooth plastic surfaces should be ground until they are 
slightly rough. Gypsum construction materials and highly absorbent subsurfaces must be pretreated with a 
primer. Carefully cover neighbouring surfaces to prevent soiling. Before screwing into the foam gun, shake 
the can well (about 15 to 20 times). Tear off the retainer of the safety adapter from the foam gun ring. Stand 
the can upright and screw the foam gun with the thread adapter onto the threaded ring. Take care not over-
tighten and not to tilt the can. Operate the foam gun. Hold with the valve pointing downward and press the 
lever. Apply the foam carefully and sparingly, allowing for the fresh foam to expand by about 50 %. In 
comparison to customary foam gun foam, the bonding strength on various subsurfaces is slightly reduced. 
Apply the foam in stages if layers thicker or wider than 50 mm are required. Allow each layer to harden 
before applying the next. We recommend that you moisten the material after each new layer. If there is 
insufficient moisture and the cavities are overfilled, the foam could subsequently expand further, with 
undesirable consequences. Cut away any excess material. Ensure adequate bracing of the construction 
elements. 
 
Processing temperature:   
+5 °C to +25 °C. Optimal: +20 °C. Never heat to above 50 °C. 
 
Temperature of the subsurface:   
At least +5 °C 
 
Temperature resistance of the hardened foam:  
-40 °C to +80 °C  
 
Colour:  
White/Yellowish 
 
Quality:  
Materials class B2 according to DIN 4102. 
 
 
Packaging:  
500-ml can 
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General Information:  
Attention! Contains flammable propellants. Remove any splashes of foam immediately using a solvent 
(cleaner, foam cleaner, acetone etc.) while the foam is still fresh. First carry out a trial on a non-visible area 
to check that the surface is not adversely affected by solvents. Once the foam has hardened, it can only be 
removed mechanically. If only part of the contents of the can are used, the valve can be cleaned by holding 
the can with the valve upward and then releasing some of the propellant. When installing door and window 
frames, observe the manufacturer’s instructions, brace the gaps properly and limit the gap width between 
wall and frame to 20 mm. Store the can upright in cool and dry conditions. The properties of PROBAU PRO 
Foam for Foam Gun differ in some respects from the usual properties of conventional types of foam that 
require hazard labelling. The user should check its suitability, if necessary, for the specific type of use. Never 
keep the cans in the interior of a vehicle! Only transport them, properly secured, in the car boot. 
 

Further information is available from:   
Service Hotline:   0049 (0) 180/3 000 462   
 
BAHAG AG  BAUHAUS SCHWEIZ AG BAHAG AG BAUHAUS ZAGREB k. d. 
Postfach 100561  Sägetstrasse 5 Postfach 4000 Škorpi Ko ra 27 
D-68005 Mannheim CH-3123 Belp / Bern A-4600 Wels HR -10000 Zagreb  


